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ABSTRACT

This report summarizes the work completed measuring
and comparing the energy efficiency of highly insulated
precast concrete sandwich panels. The work has been
performed under a Demonstration of Energy-Efficient
Developments (DEED) grant by the American Public
Power Association. The project uses an adaptation of
ASTM C177-85 and ASTM C976-85, Standard Test
Method: Thermal Performance of Building Assemblies by
Means of a Calibrated Hot Box. Two five-walled test
chambers are constructed, tested, and an analytical
thermal model developed.

Test data is collected using the two chambers and a 96
channel data acquisition system to monitor system
performance and test progress. Two samples of extruded
polystyrene, with different R-values, are tested and
submitted to the National Institute of Standards and
Technology, (N.I.S.T.), for calibration traceability, A
test procedure is developed and described for test result
repeatability and verification. Results include thermal
resistance values for the several panels tested. The
measuired thermal resistance values were less than
expected and explanations explored. Suggestions are
made for further study investigating improvements in
testing methods and panel construction.

1. INTRODUCTION

This paper summarizes the work completed for the
project "Measurement of Energy Efficiency of Building
Envelopes" financed under an APPA DEED grant. The
grant has been made to provide the tooling and instru-

mentation required for the energy efficiency testing of
several concrete sandwich panels developed at the
Center for Infrastructure Research, University of
Nebraska-Lincoln, Omaha campus. This research has
been facilitated with funds provided by the Nebraska
Energy Office and Wilson Concrete Co. of Omaha,
Nebraska.

The testing procedure is a modification of ASTM C177-
85[1] and ASTM C976-85, Standard Test Method:
Thermal Performance of Building Assemblies by Means of
a Calibrated Hot Box[2]. The test specimens incorporate
fiber reinforced plastic (FRP) connectors to improve both
structural and thermal performance when connecting two
concrete layers separated by a 3 inch (7.62 cm.) layer of
insulation. The construction of the panels is illustrated in
Fig. 1., on the following page. The development of pre-
cast concrete panels with improved thermal performance
will increase the energy efficiency of buildings designed
and constructed using the new technologies.

The funding has been used to:

(1) construct two environmental chambers to be used in
controlling the heat flow through the test specimens.

(2) assemble the necessary data acquisition system;
including sensors, multiplexing and A to D conver-
sion hardware, and operational software.

(3) provide the comparative analysis of heat transmission
properties for the several prototype panels using the
test results obtained.

The completed work includes the assembly of two envi-
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Fig. 1. Test Specimen Construction

ronmental chambers. Each chamber is provided with an
air circulation manifold and heating/cooling equipment
for temperature control. A 96 channel data acquisition
system has been installed and used for the collection of
test data.

The test analysis was performed using temperature dif-
ferences and system input energy data. The submission
of test samples to N.L.S.T. for verification of test results
was judged a reliable and accurate method of system cal-
ibration.

2. HARDWARE

A summary diagram of the hardware constructed and
assembled for this study is presented in Fig. 2., on the
following page. Also included is a diagram of the data
acquisition instrumentation purchased for the project.
The two five-walled chambers (labeled Hot Box and
Cold Box in Fig. 2) are constructed of several layers of
extruded polystyrene (XPS). Each wall consists of two 3
in. (76.2 mm) R 15 ft2-hr-°F/BTU (0.11X10% cm?-sec-°
C/cal) layers, two 1 in. (25.4 mm) layers with aluminum
foil backing, and two layers of 0.5 in. (12.7 mm)
plywood. This construction provides an approximate
total R value of 43 ft2-hr-°F/BTU (0.32X10° cm?-sec-°
Clcal) including static air film effects on the interior and
exterior surfaces. This total R value was calculated from
approximate values of the building materials used[3].
The calibration test confirmed this approximate R value.

Each chamber contains an air circulation manifold. The

manifold mounted in the hot chamber contains a small
heating element connected to a proportional temperature
controller. The output of the controller is monitored
with a wattage transducer with a linear 0-5 Volt output
over the range of 0-500 Watts input. The output voltage
is integrated with a voltage to frequency converter-
integrator for monitoring the total energy input. The
integrator output pulses are counted with a 12 bit counter
installed on an expansion card mounted in an expansion
slot on the 386 PC. This counter was specially designed
and assembled for this project. The cold side manifold
contains a heat exchanger coil which is supplied with a
mixture of water and automotive anti-freeze. This mix-
ture is cooled and circulated from a compressor and
pump mounted external to the test chambers.

Both manifolds have air circulation fans mounted on the
interior with the heating/cooling elements. The hot side
fans are connected through a power transducer so that
the circulation fan power (approximately 57W) can be
included in the total energy data. During the initial cal-
ibration tests, the input energy of the hot side circu-
lation fans was found to be sufficient to develop a temp-
erature differential of 60 °F (33 °C) or more across a
sample panel of R 5 ft2-hr-°F/BTU (0.037X105 cm?-sec-
°C/cal). In subsequent tests only the fan wattage was
used as total power input. The heater coil was used only
as a "booster” to reduce the time to reach a steady state
condition.

The data acquisition system used includes a 12-bit analog
to digital converter placed on an ISA bus expansion
card. The expansion card also includes a programmable
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Fig. 2. Environmental Test Chambers

gain amplifier and an 16-channel analog multiplexer.
The several sensor signals used to gather test data are
further multiplexed via three signal conditioning boards
installed in a chassis external to the 386 PC. Each of
these external boards provides input signal conditioning
channels for 32 sensors.

Copper-constantan (Type T) thermocouples are used to
monitor the sandwich panel surface temperatures, the
chamber air stream temperatures, and the chamber and
room ambient temperatures. Another thermocouple is
used to monitor the cooling fluid temperature. A humid-
ity sensor is used to monitor the humidity of the hot
chamber and the total input energy input adjusted to
compensate for the loss due to vaporization.

3. SOFTWARE

The test monitoring and data acquisition software written
for this project provides a display of the test progress.
Four scrolling windows display a history of the latest 24
hours of the test. These windows contain the average air
stream temperature for each manifold and the average
surface temperature for the hot and cold sample surfaces.
Also a text display of the maximum and minimum read-
ings for each set of thermocouples alerts the operator of
any open thermocouple or radical air leak by displaying
major temperature anomalies.

The ambient room temperature and the temperature of

each chamber is displayed. The relative humidity of the
hot chamber is displayed and monitored according to
ASTM recommendations. The temperature of the cold
side air should remain above the dew point of the hot
side air in order to prevent moisture migration through
the sample[2]. The thermocouple cold junction
compensation, approximate heater wattage, and a
running total of energy input is also presented in the on-
screen display. An approximate calculation of sample R-
value is given on this main screen along with data file
statistics. Test data is collected and displayed at inter-
vals of six minutes. For each sensor, readings were
taken 1024 times within 500 msec. and a mean recorded.
This oversampling reduced noise influences.

Software written for the project included a 3-D finite
element model for the specific chamber configuration
used. This program used homogeneous elements to
approximate the heat losses through the chamber walls to
ambient conditions and the losses through edge effects
around the specimen under test. The number of elements
was then reduced to save analysis time after the correla-
tion between the models was studied. The smaller model
provided results within 5% of the larger model for
sample R values over the range of 1 to 20 (ﬂz-hr-"F)
/BTU (7.4X10° to 0.15X105 cm?-sec-°C/cal).

4. TESTING METHODS AND PROCEDURES

In order to establish a comparative (or secondary)












